
F I T S : A L L  E V O  B I G  T W I N S

PART#  I N C L U D E D
408123F 1 Front Tappet Block Cover — Chrome
408123B 1 Back, Tappet Block Cover — Chrome
200093 5 1/4”– 20 Stand Off Stud
200011 3 1/4”– 20 x 1” Socket Head Cap Screw
200118 2 1/4”– 20 x 1-1/4” Socket Head Cap Screw
200414 5 #10 Wave Washer
308123 1 Installation Instruction

THANK YOU FOR CHOOSING KURYAKYN!

T O O L S  S U G G E S T E D
Inch-pound Torque Wrench, Anti-seize, 3/16” Hex Key Wrench, 1/4” 12-point Socket and a
3/8” Socket and Ratchet Wrench

P R O C E D U R E
STEP 1 Remove the push rod cover clips and collapse all four push rod tubes. 

STEP 2 The lifter block cover with the square hole in one side will face the back of the
bike on the rear lifter block. Determine which lifter block bolts will need to be changed
based on the mounting holes in the top surface of the Chrome Tappet Block Covers.

IMPORTANT Treat the threads of the stand of studs with anti-seize.

STEP 3 Remove one lifter block bolt at a time and replace each bolt with a supplied 
1/4”– 20 Stand Off Stud. Torque to 110 inch-pounds. DO NOT OVER TORQUE!

STEP 4 Lift the rear push rod cover tubes up and slide your lifter block cover in place. 

STEP 5 Lift the front push rod covers tubes up and slide your lifter block cover in place.

STEP 6 Secure the rear push rod cover to the stand off studs using the supplied 
1/4”– 20 x 1” Socket Head Cap Screws. Torque to 95 inch pounds.

STEP 7 Secure the front push rod cover to the stand off studs using the supplied 
1/4”– 20 x 1-1/4” Socket Head Cap Screws. Torque to 95 inch pounds.

STEP 8 Making sure the upper and lower O-rings are pushed into their original position,
reinstall the push rod tubes.

STEP 9 Start the engine and inspect for possible leakage. 

Ride On!

8123-21HD-0305

CHROME TAPPET  BLOCK  COVERS 8123

I N S TA L L AT I O N

Illiana

C U S T O M E R  S E R V I C E

877.370.3604 (toll free)

I N S TA L L AT I O N  Q U E S T I O N S

techsupport@kuryakyn.com
or call 715.247.2983

WA R R A N T Y
Küryakyn™ warrants that any Küryakyn product 

sold hereunder, if properly installed, maintained
and operated under normal conditions, shall be free

from any defects in materials and workmanship
for a period of one (1) year from the date the
Küryakyn products are sold to the customer.

CONSEQUENTIAL DAMAGES:
Küryakyn shall not be liable for any

consequential or incidental damages.

A B O U T O U R C ATA L O G
You’ll find all our innovations for H-D, GL and 

Metric Cruisers in our annual catalogs. Order online
today–select the ”CATALOGS” icon. Each Küryakyn™

product comes with a Proof-of-Purchase good for a
complimentary catalog. Details in packaging.

Be sure to ask your local dealer about other
Küryakynproducts, the motorcycle parts and

accessories designed for riders by riders.

©2004 Küryakyn USA™ All Rights reserved.


